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Moment Rating:
16,000 Ft.-Lbs.

Lift Capacities:
4000 Lbs. @ 4 Ft.
2666 Lbs. @ 6 Ft.
2000 Lbs. @ 8 Ft.
1600 Lbs. @ 10 Ft.

Hoist Winch:

The hoist winch is plonetory gear driven for the most effi-
cient operation in the industry. The winch is powered by a
low speed, high torque hydrculic motor. Single line speed

1333 Lbs. @ 12 Ft.
1142 Lbs. @ 14 Ft.
1000 Lbs. @ 16 Ft.

of the winch is 30 Feet Per Minute with a 5 GPM input flow.

Winch drum to wire line ration meets ANSI B30.5 require-
ments. Single line, bare drum capacity of the winch is
3000 Lbs.

Wire Rope and Traveling Block:

1/4 In. Galvanized Aircraft Cable 70 Ft. long is supplied
with the crane. Breaking strength is 7000 Lbs. cnd meets
ANSI requirements. A fraveling block is supplied for use on
either single or double line rigging. The block includes a
swivel hook.

Boom:

The stondord boom is power extendible from 8 to 12 Ft.
with a 4 Ft. manual pull out section for extension to 16 Fi.
Nylatron slide pads are used to reduce friction. An inte-
grally mounted counterbalance valve is included with the
cylinder for positive load holding cnd safety. The boom
ongle varies from -5 to +75 degrees elevated by a 3.5 In.
diometer double acting hydraulic cylinder.

Rotation System:

A 54:1 self locking worm gecr powered by a low speed,
high torque hydraulic motor drives the crane’s rotation The
1640 rotates on two 4.00 In. ID tapered roller bearings. An
electric switch limits the rotation to 375 degrees.

Remote Pendant Control:

All powered functions are controlled by a remote pendcmt
control that is 20 Ft. long. The pendont control is remov-
able from the crane. It is attached with a one-third turn
quick connect plug. All switches used in the pendont cre
momentory contact.
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Hydraulic System:

An engine driven hydraulic pump hydraulically powers
all crame functions. PTO, pump, reservoir and hoses cre not
supplied with the crane. Flow ond pressure requirements
cre 6 GPM at 2500 PSI. All directional control cnd flow con-
trols valves are incorporated in a single mamifold. The
pressure compensated flow control system will dump
excess flow at slightly above the function operating pres-
sure, not the relief pressure setting.

Proportional hydraulic control is available as cm option
(model 1640XP). This control system gives the operator of
the crame variable speed control of each crame function.
All control is through the remote pendomt control.

Load Sensor:

A load sensor is standard on the 1640. The load sensor will
not allow hoist up, boom down or extension out when cn
overload is detected. The sensor will reset after the load is
lowered.

Anti Two-Block:

An onti-two block system is included on all 1640 model
cranes. The anti two-block prevents extending the boom
against the traveling block with the resulting possible
cable breakage. The omti two-block will stop winch up,
boom out cnd boom down when activated.

Boom Rest:

This crome requires a boom rest to support the crone boom
while the vehicle is in motion. Liftmoore can supply this as
an optional item.

Mounting:

Four 0.75" x 3.0" Long Grade 8 Hex Head Cap Screws cnd
Lock Nuts are supplied for mounting. Hole pattern is 12”
square. Mounting plate is 15" squere.

Ouiriggers:

An outrigger is necesscry to keep the truck as level as pos-
sible. The outrigger is necessary for stability requirements
as well as reducing the load on the crane’s rotation mech-
cnism cand the truck’s suspension components. Liftmoore
has outriggers available as options.

Chassis:
Minimum vehicle GVWR requirement for model 1640
cromes is 11,000 Lbs.

Weight: 985 Lbs.

Optional Accessories:

Outrigger - Monual pull out, cramk up/down
Outrigger - Macnual pull out, hydraulic up/down
Pedestal

Boom Rest

Jack Stamd
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